AMENDMENT OF CLAIMS 



Claims 1-126 (Previously Cancelled) 

127. (Currently amended) A method for transmitting within an entertainment venue from at 
least one of a piuraiity of in-play cameras at least one of a plurality of venue-based in-play 
camera views for display with at least one of a plurality of authorized hand held devices d e v i c e, 
said method comprising the steps of: 

a transmitter transmitting the at least one in-play camera views view from at least one of 
a plurality of in-play camera i ocat o d at an in pl ay cam e ra teeatiew locations associated with 
each at least one in-piav camera within said [[an]] entertainment venue over a cellular 
telecommunications networi< for viewing by at least one handheld device dov l coG including at 
least one of a plurality of video- and data-enabled cellular telephones and PDA capabilities and 
authorized to receive and process said at least one in-plav camera view; 

processing said at least one in-plav camera view for display on at least one of a plurality 
of displays associated with said at least one hand held device deviees; [[and]] 

enabling said at least one display , to display [[of]] said at least one in-play camera view 
on said at least one said hand held device d isplays; 

a media content comprising of: at least one in-plav camera view, venue activity 
statistics, venue activity interactive menu, audio feeds, event scheduling information, and 
encryption; and 

said transmitter is responsible to upload said media content to said cellular 
communications network to distribute to the at least one handheld device, wherein said at least 
one handheld device comprises said at least one cellular telephone with onboard hardware 
explicitly res ponsible to parse and manipulate said media content for displaying on said at least 
one display in said venue. 

128. (Currently amended) The method of claim 127 further comprising the step of recording a 
particular in-play camera view of said at least one in-plav camera view transmitted from [[said]] 
at least one in-play camera in response to user input at [[a]] the at least one hand held device. 
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129. (Currently amended) The method of claim 127 further comprising the step of storing a 
particular in-play camera view of at least one in-plav camera transmitted from said at least one 
in-play camera in response to user input at [[a]] the at least one hand held device. 

130. (Currently amended) The method of claim 128 wherein the step of recording said [[a]] 
particular in-play camera view transmitted from said at least one in-play camera further 
comprises the step of storing said particular in-play camera view within a memory in said at 
least one hand held device. 

131. ( Previously presented) The method of claim 128 wherein said particular in-play camera 
view comprises an instant replay. 

132. (Currently amended) The method of claim 127 wherein said at least one in-play camera 
location comprises a placement within at least one of : a race car competing within a racing 
venue, a helmet in a sport stadium, 

133. (Previously presented) The method of claim 127 wherein said venue comprises at least 
one of: a racetrack, sports stadium, amusement park, casino, concert venue. 

134. (Currently amended) A method of providing video entertainment comprising the steps of: 

capturing at least one of a plurality of in-play camera [[view]] views from at least one of a 
plurality of in-play camera cameras located within a rao e -eaf Gomp e tw§ within a car racing 
venue for viewing by at least one of a p lu rality of handheld device devices including at least one 
of a plurality of video- and data-enabled cellular telephones and PDA capabilities physically 
located within the racing venue and authorized to receive and process said at least one in-play 
camera view; 

processing said at least one in-play camera vie w for transport on a cellular 
telecommunication network Fff orll to display on [[a]] at least one of a plurality of d i splay displays 
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associated with said at least one [[a]] tiand held device includ i ng video- and data o flabte^ 
G ell u la f-te le phones and PDA c a pab i i it i e s ; 

a transmitter/receiver to transmit transm i tt i ng said at least one in-play camera view to 
said at least one handheld device including vid o o and d a ta e nabl e d oo l lular tolophon e s and 
PDA cap a b ilitios, physically located within the racing venue , wherein said at least one handheld 
device [[and]] requiring authorization through decryption authoriz e d to receive and process said 
at least one in-play camera view; [[and]] 

displaying said at least one in-play camera view on [[a]] said at least one display 
associated with said at least one hand held device i nc l ud i ng-v ide o- and data onab te d-e ell u la f 
t -ele pho f t e s and PDA capabiiit io s, physically located within said racing venue and authorized to 
receive, process and display said at least one in-play camera view; 

a media content comprising of: at least one In-plav camera view, venue activity 
statistics, venue activity interactive menu, audio feeds, event scheduling information, 
encryption: and 

said transmitter/receiver, compatible with said cellular telecommunications network and 
IEEE 802.11 frequencies transmission, and responsible to upload said media content to said 
cellular telecommunications network to further distribute said content to the at least one 
handheld device, wherein said at least one handheld device comprises said at least one cellular 
telephone with onboard hardware explicitly responsible to parse and manipulate said media 
content for displaying on said at least one display . 

135. (Currently amended) The method of claim 134 further comprising the step of recording a 
particular in-play camera view of the at least one in-plav camera view captured by said at least 
one in-play camera within a said at least one hand held device physically located within said 
racing venue and authorized to receive, process and display the at least one in-play camera 
view views captured at the racing venue, in response to a user input at said at least one hand 
held device. 

136. (Currently amended) The method of claim 134 further comprising the step of storing a 
particular in-play camera view of said at least one in-plav camera view captured by said at least 
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one in-play camera by [[a]] said at least one hand held device physically located within said 
racing venue and authorized to receive, process and display said at least one in-play camera 
[[views]] view captured at the racing venue, in response to a user input at said at least one hand 
held device. 

137. (Currently amended) The method of claim 136 wherein the step of storing sajd [[a]] 
particular in-play camera view transmitted from said at least one in-play camera further 
comprises the step of storing said particular in-play camera view within a memory in said_at 
least one hand held device. 

138. (Currently amended) A method for transmitting in an entertainment venue from at least 
one of a plurality of venue based in-play cameras, at least one of a plurality of venue-based in- 
play camera views over a cellular telecommunications network for display [[at]] on at least one 
of a plurality of [[a]] hand held d e v i c e devices authorized to receive the at least one vefwe- 
teased in-play camera view [[views]], said method comprising the steps of: 

transmitter/receiver transmitting at least one in-play camera view [[views]] captured from at 
least one of a piuralitv of in-piay camera loca t e d at an i n p i ay oamora l ocat i on locations within 
said [[an]] entertainment venue to enterprise equipment located at the entertainment venue; 

processing said at least one in-play camera views view at said enterprise equipment for 
secure transmission to the at least one hand held device including at least one of a plurality of 
video- and data-enabled cellular telephones and PDA capabilities, 802.11 wireless capabilities 
and authorized with at least one security code to receive and display video on at least one of a 
piuralitv of a displays d ispla y - screen associated with said at least one hand held device; [[and]] 

securely transmitting through said transmitter/receiver at least one of a piuralitv of 
processed in-play camera views of the at least one In-plav camera view over 802.1 1 radio 
frequency transmissions and said cellular telecommunications network t o said at least one hand 
held device comprising said at least one cellular teiephone : 

a media content comprising of: at least one in-play camera view, venue activity 
statistics, venue activity interactive menu, audio feeds, event scheduling information, and 
encryption: and 
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said transmitter/receiver upioadinq said media content to said celiular 
telecommunications network to distribute to the at least one handlield device, wherein said at 
least one handheld device comprises said at least one cellular telephone with onboard 
hardware explicitly responsibie to parse and manipulate said media content for displaying on 
said at least one display . 

139. (Currently amended) The method of ciaim 138 further comprising the steps of: 

receiving said at least one processed in-play camera view on said at least one display 
associated with said [[views]] at the at least one f Fall hand held device; 

processing said at least one in-play camera view [[views]] for viewing on [[a]] said at 
least one display a ssoc i a ted with sa i d to nd - h el d d e vi ee; and 

displaying said at least one processed in-play camera view [[views]] on the at least one 
display s cr ee n a s s oc i at e d with sa i d hand h el d - d eviee. 

140. (Currently amended) The method of claim 1 39 further comprising the step of recording a 
particular in-play camera view of the at least one in-play camera view received by said at least 
one hand held device in response to a user input at said at least one hand held device. 

141. (Currently amended) The method of claim 139 further comprising the step of storing a 
particular in-play camera view of the at least one in-play camera view received by said at least 
one hand held device In response to a user input at said at least one hand held device. 

142. (Currently amended) The method of claim 141 further comprising the step of storing said 
particular in-play camera view within a memory in said at least one hand held device. 

143. (Currently amended) The method of claim 138 wherein said at least one in-play camera 
location comprises a placement within at least one of: a race car competing within a racing 
venue, a helmet within a sports stadium. 
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144. (Previously amended) The method of claim 138 wherein said venue comprises at least one 
of: a racetrack, sports stadium, amusement park, casino, concert venue. 



145. (Currently amended) A method for receiving in a venue from at least one of a plurality of a 
venue-based in-plav cameras, at least one of a plurality of venue-based in-piay camera views 
by at least one of a pluralitv of [[a]] hand held dovico devices including at least one of a plurality 
oLvideo- and data-enabled cellular telephones and PDA capabilities, 802.1 1 wireless 
capabilities and authorized by at least one security code to receive in-play camera views and 
adapted to display said at least one in-plav camera view [[views]], said method comprising the 
steps of: 

receiving at least one in~play camera view [[views]] provided from the at least one in- 
play camera , through communication with a transmitter over a cellular telecommunications 
network with said at least one hand held device including v l4ee-a fld - dat a-e nab le d- seH^:tlaf 
tetefihofie s and PDA capQb il iti e s - , - 8Q2.1 - 1 w i r ele s s ca pab il itios an d authorized by at least one 
security code to receive said at least one of in-play camera view [[views]]; 

processing said at least one in-piay camera view [[views]] for viewing on [[a]] at least 
one of a plurality of displays dfe^lav associated with said at least one hand held device; [[and]] 

displaying [[said]] at least one of a pluralitv of processed in-play camera views [[view]] of 
said at least one in-piay camera view on [[a]] at least one display scr een associated with said at 
least one hand held device, thereby enabling said at least one hand held device users to view 
said at least one in-play camera view [[views]] through said at least one hand held device 
authorized by at least one security code to receive said at least one in-piay camera view 
[[views]]; 

compiling media content comprising of: at least one in-play camera view, venue activity 
statistics,,, yenue activity interactive menu, audio feeds, event scheduling information, and 
encn/ption: and 

said transmitter uploading said media content to said cellular communications network 
to distribute to the at least one handheld device, wherein said at least one handheld device 
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comprises said at least one celluiar telephone with onboard hardware expiicitly responsible to 
parse and manipuiate said media content for displaying on said at least one display . 



146. (Currently amended) The method of claim 145 further comprising the step of recording a 
particular in-play camera view of said at least one in~piav camera view received by said at least 
ojne hand held device in response to a user Input at said at least one hand held device. 

147. (Currently amended) The method of claim 145 further comprising the step of storing a 
particular in-play camera view of said at least one in-plav camera view received by said at least 
one hand held device in response to a user input at said at least one hand held device. 

148. (Currently amended) The method of claim 147 further comprising the step of storing said 
particular in-play camera view within storage media in said at least one hand held device. 

149. (Currently amended) The method of claim 145 wherein rfsaidll at least one of a plurality of 
in-play camera l ocation locations of said at least one camera comprises a placement within at 
least one of: race car competing within a racing venue and a helmet In a sports stadium. 

150. (Previously amended) The method of claim 145 wherein said venue comprises at least one 
of: a racing venue, a racetrack, a sports stadium, an amusement park, a casino, and a concert 
venue. 

151. (Currently amended) A system for securely transmitting in a live entertainment venue over 
a cellular telecommunications network from at least one of a plurality of venue-based in-play 
cameras, at least one of a plurality of [[a]] venue-based in-play camera views to at least one of 
a plurality of wireless hand held devices , wherein said at least one handheld device 
incorporates at least one of a plurality of displays, and further said at least one handheld 
Includes i noi u di n a at least one of a plurality of video- and data-enabled cellular telephones and 
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PDA capabilities, 802.11 wireless capabilities and authorized to receive and process said at 
least one veiwe-based in-play camera view [[views]], said system further comprising: 

transmitter adapted to securely transmit at least one in-play camera view from at least one 
of a plurality of in-play camera l ocat e d at locations locat i on witiiin [[a]] the live entertainment 
venue to at least one wireless hand held device devices i ncluding video and data ^ enabl o d 
Goil ular tel e phones and P SA- e a p a b iii tt e s, 802.11 wir ele ss c a p a bH ities and authorized to receive 
and process said at least one ve nu e- ba sed- in-play camera view [[views]]; [[and]] 

processor for processing said at least one in-play camera view for secure transmission 
by said transmitter to said at least one wireless hand held device; 

a media content comprising of: at least one in-play camera view, venue activity 
statistics, venue activity data menu, audio feeds, event scheduling information, and encryption: 
and 

said transmitter responsible to upload said media content to said cellular 
communications networi^ to distribute to the at least one handheld device, wherein said at least 
one handheld device comprises said at least one ceiluiar telephone with onboard hardware 
explicitiv responsible to parse and manipulate said media content for displaying on the at least 
one display . 

152. (Currently amended) The system of claim 151 further comprising said at least one wireless 
hand held device d e wc es located within said entertainment venue and adapted to securely 
receive said at least one in-play camera view transmitted by said transmitter and to process 
said at least one in-play camera view for display on said at least one display associated with 
said at least one wireless hand held device device s . 

153. (Currently amended) The system of claim 152, said at least one wireless hand held device 
devices further comprising a recorder for recording a particular in-play camera view of said at 
least one in-play camera view transmitted by said transmitter and received by said at least one 
wireless hand held device ^eviees in response to a user input at said at least one wireless hand 
held device d ev i ces . 
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154. (Currently amended) The system of claim 152, said at least one w ireless hand held device 
devices further comprising storage media for storing a particular in-play camera view of said at 
least one in-plav camera view transmitted by said transmitter and received by said at least one 
wireiess hand held device devtees in response to a user input at said at least one wireless hand 
held device devtees. 

155. (Currently amended) The system of claim 154 wherein said storage media further 
comprises a memory location. 

156. (Currently amended) The system of claim 151, further comprising sajd at least one in-play 
camera located within at least one of: a race car competing within a racing venue, and a helmet 
in a sports stadium. 

157. (Previously amended) The system of claim 151 wherein said live entertainment venue 
further comprises at least one of: a racetrack, a sports stadium, an amusement park, a casino, 
and a concert venue. 

158. (Currently amended) The system of claim 175, said at least one hand held device further 
comprising a recorder for recording a particular in-play camera view of the at least one in-plav 
camera view transmitted from said at least one in-play camera, in response to a user input. 

159. (Currently amended) The system of claim 175, said at least one hand held device further 
comprising a storage mechanism for storing a particular in-play camera view of the at least one 
in-plav camera view t ransmitted from said at least one in-play camera, in response to a user 
input. 

160. (Previously presented) The system of claim 159 wherein said storage mechanism 
comprises a memory location. 
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161. (Previously presented) The system of claim 160 wherein said memory location further 
comprises storage media. 



162. (Currently amended) The system of claim 175, wherein at least one of a plurality of in-plav 
camera locations of said at least one in-play camera le e a t i on comprises a placement within at 
least one of; a race car competing within a racetrack, and a helmet in a sports venue. 

163. (Previously amended) The system of claim 175, wherein said live entertainment venue 
further comprises at least one of: a racetrack, a sports stadium, an amusement park, a casino, 
and a concert venue. 

164. (Currently amended) A system for securely transmitting in an entertainment venue, over a 
cellular telecommunications network, from at least one of a plurality of entertainment venue- 
based in-play camera cameras, at least one of a plurality of venue-based in-piay camera views 
for display on at least one of a plurality of displays on said at least one of a plurality of wireless 
hand held devices including at least one of a plurality of video- and data-enabled cellular 
telephones and PDA capabilities, 802.11 wireless capabilities and authorized to receive, 
process and display the entertainment venue-based in-play camera views, said system 
comprising enterprise equipment including a processor and transmitter/receiver comprising of 
cellular and 802.11 radio frequency transmission capabilities tFaftSffiftter. said enterprise 
equipment a4apte4 to securely transmit e nt e rtainm ent v o nu o b a6e4- said at least one in-play 
camera view [[views]] captured by said at least one in-play camera located at the entertainment 
venue to said at least one wireless hand held device devices melt:fdi n§ ' V i d e o-aRd-d ata-enable4 
cellular tel ephone s an d P-P A capab il it ioG, 802.11 w irele ss capab il itios a B4 authorized to receive, 
process and display said entortainmont venue basod at least one in-play camera view [[views]]; 

a media content comprising of: at least one in-plav camera view, venue activity 
statistics, venue activity data menu, audio feeds, event scheduling information, and encryption: 
and 

said transmitter/receiver responsible to upload said media content to said cellular 
telecommunications network to distribute to the at least one handheld device, wherein said at 



Page 11 of 21 
SERIAL NO. 10/015,458 



least one handheld device comprises said at least one celiuiar telephone with onboard 
hardware explicitly responsible to parse and manipulate said media content for displaying on 
the at least one display . 

165. (Currently amended) The system of claim 164 further comprising at least one wireless 
hand held device i ncluding video and data enabl e d c ol iu l ar t olo phon o G an d PDA capab ili ti o o, 
§0 2.11 wir eles s capabilities and authorized to receive, process and display the e ntertainment 
v e nu e- b a s e d at least one in-play camera view views and located in said entertainment venue, 
said at least one hand held device including: 

said [[a]] display for displaying [[said]] at least one of a plurality of processed in-play 
camera views of said at least one in-play camera view : 

an 802, 11 radio frequency receiver for securely receiving said at least one processed in- 
play camera view [[views]]; 

a cellular data communications link tr a nsm it t er/recei v er for accessing remote venue 
entertainment data from remote servers; [[and]] 

a processor for processing said at least one in-play camera view [[views]] and remote 
venue entertainment data_for display on said [[a]] display included with said at least one hand 
held device. 

166. (Currently amended) The system of claim 165, said at least one wireless hand held device 
further comprising a storage mechanism for storing a particular In-play camera view of said at 
least one in-plav camera view transmitted from said at least one in-play camera in response to 
a user input. 

167. (Previously presented) The system of claim 166 wherein said storage mechanism further 
comprises a memory location. 

168. (Previously presented) The system of claim 167 wherein said memory location comprises 
removable storage media. 
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169. (Previously amended) The system of claim 164 wherein said enterprise equipment Is 
located in at least one of: a racetrack, a sports stadium, an amusement park, a casino, and a 
concert venue. 

1 70. (Currently amended) A system for receiving . from within an entertainment venue, from at 
least one of a plurality of entertainment venue-based in-play camera cameras, at least one of a 
pluraiitv of venue-based In-plav camera views for display on at least one of a piuralitv of 
displays located on at least one of a plurality of wireless hand held devices including at least 
one of a pluraiitv of video- and_data-enabled cellular telephones and PDA capabilities, 802.11 
wireless capabilities and authorized to receive, process and display the at least one 
entortainmont v eft u e- bas e d in-play camera view [[views]], said system comprising: 

re e ei v er i n a said at least one wireless hand held device including said at least one 
cellular telephone i nc l ud i ng v ide o- and sa i d at leas t on e d ata ombte d oeliu i nr and PDA 
capab ili t i es, 802,11 w ifeles s cap a b lMes-and authorized to receive, process and display the 
e nt e rtainment venuo baso d at least one in-play camera view [[views]], said receiver adapted for 
securely receiving said at le a st one in-play camera view [[views]] provided through a server and 
transmitter/reciever, wherein said transmitter/receiver havin g cellular and ([anil 802.11 radio 
frequency capabilities, fra nsm i tt e r -from at least one in-piay camera located at said [[an]] 
entertainment venue; 

a processor in said at least one wireless hand held device authorized to receive, 
process and display the e nterta i nment v o nu o basod at least one in-play camera view [[views]], 
said processor adapted for processing said at least one in-piay camera view [[views]] securely 
received by said receiver with an authohzation code for secure viewing of said at least one in- 
play camera view [[views]] on [[a]] said at least one display associated with said at least one 
hand held device; 

d i sp l ay in said wireless hand h eld devic e, s aid disp l ay adapted for diop la ymg - s ai d- i n - p la- y 
ea fn e ra-v le w s proc e ss e d by said proco& ser 

said transmitter/receiver transmitting said at least one in-play camera view from at least 
one of a plurality of in-plav camera locations associated with each at least one in-plav camera 
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within said entertainment venue over a cellular teiecommunications network for viewinq by said 
at least one handheld device; 

media content comprising of: at least one in-plav camera view, venue activity statistics, 
venue activity interactive menu, audio feeds, event scheduling information, and encryption: and 

said transmitter/receiver is responsible to upload said media content to said ceilular 
telecommunications network to distribute to the at least one handheld device, wherein said at 
least one handheld device comprises said at least one cellular telephone with onboard 
hardware explicitly responsible to parse and manipulate said media content for displaying on 
the at least one display . 

171. (Currently amended) The system of claim 170 further comprising a recorder adapted to 
record a particular in-play camera view of said at least one i n~plav camera view received by said 
at least one wireless hand held device authohzed to ro c oi v o , proc e ss - a nd-d i60ay^he 



172. (Currently amended) The system of claim 170 further comprising a storage mechanism 
adapted to store a particular In-play camera vie w of said at least one in-piay camera view 
received by said at least one wireless hand held device in response to a user input. 

173. (Previously presented) The system of claim 172 wherein said storage mechanism 
comprises a memory location. 

174. (Previously presented) The system of claim 173 wherein said memory location comprises 
storage media. 

175. (Currently amended) A live video entertainment system for a live entertainment venue with 
at least one of a plurality of entertainment venue-based in-plav cameras, for securely 
transmitting at least one of a plurality of entertainment venue-based in-play camera views to at 
least one of a plurality of hand held devices including at least one of a plurality of video- and 




e nt e rtainment 



basod i n p l ay - 



-in response to a user input. 
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data-enabled cellular telephones and PDA capabilities, IEEE 802.11 wireless capabilities and 



camera view for display on [fat]] the at least one hand held device d e v i c os, said system 
comprising: 

said at least one in-play camera for capturing said at least one in-play camera view from 
said at least one in-play camera; 

a processing means for processing said at least one in-play camera view for secure 
transmission to said at least one wireless hand held device for display on at least one of a 
plurality of displays located on said at least one hand held device; 

a n 80£ 7- 1 -4- w j F eies s a transmitter/receiver t ransmitt e r for to securely receive tfa nsm i tt i ng 




said at least one in-play camera view via IEEE 802.1 1 wireless frequencies and securely 
transmit said at least on in-play camera view over a cellular telecommunications network to said 
at least one wireless hand held device comprising said at least one cellular telephone ; [[and]] 

said at least one wireless hand held d e v i c e I n c l ud i ng v i deo and d a t a-e nab je d-G eittjIaf 
and PDA ea pabllities. 802.11 w l r o l o Go cap abili t ies a nd authorized by at least one security code 
to receive and display said at least one in-play camera view on said at least one display; 

a media content comprising of: at least one in-plav camera view, venue activity 
statistics, venue activity data menu, audio feeds, event scheduling information, encryption: and 

said transmitter/receiver is responsible to upload said media content to said cellular 
telecommunications network to distribute to the at least one handheld device, wherein said at 
least one handheld device comprises said at least one cellular telephone with onboard 
hardware explicitly responsible to parse and manipulate said media content for displaying on 
the at least one display at said venue . 



authorized by a security code to receive and process sa]d at least one.of 



basod in-play 
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